IiFf DIRECTIONAL LEDS LIGHTS

MICROLED PLUS
R65 CLASE 2 Series

Comply the European regulation Ré65, “X" category
and class 2 (day/night selection).

See specifications MicrolLed Plus.
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Voltage: Multivoltage (10-30 V) X 738
Average consumption 1.6 Amp (12 V) o
(Flashing mode): 0.8 Amp (24 V) '
Dimensions: 138 x 51 x 21 mm
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MicroLed Plus Ré5 clase 2 dimensions (mm).
REF. MOD. DESCRIPTION

2010511 MicroLed Plus CL2
2010512 MicroLed Plus CL2

2006031 MLP-F8 CL2

2010437 MLP-SUP
2010438 MLP-EMP

81522023
81522024
81522241
81522242
81522285

Horizontal Installation

(2) levels of light intensity (day/night), cruise light, blue light, blue spreader lens, UN R65 approved class 2, multivoltage

(2) levels of light intensity (day/night), cruise light, blue light, clear spreader lens, UN R65 approved class 2, multivoltage

Flasher R65 Class 2
Flasher, 8 MicroLed Plus C2 lights, multivoltage

Mount Accesories
Surface mount kit, (1) joint, MicroLed Plus
Flush mount kit, (1) joint, MicroLed Plus

Set square, 4 Microled Plus, Seat Altea XL

Fixation platen, 1 Microled Plus

Set square, 2 Microled Plus, Renault Megane V.09

Set square, 4 Microled Plus, Renault Megane Scenic V.09
Set square, 4 Microled Plus, Renault Expert V.09



